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SARL CODIN

EQUIPMENT BUILDER TPE Vacuum Type 3D Car Mat Production Line-Turn Key Project

Application : 3D TPE Auto Car Mat
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Price Conditions&List;

NO Description of goods Qty Price (USD)
Vacuum feeder, 7.5HP 1set

2. Hopper dryer lset
EQUIPMENT BUILDER2120/30 single screw extruder,

3. 350~450kg/h lset

4. Hydraulic screen changer 1set

5. 1150mm T die 1set

6. Belt conveyer lset 135 600

7. Shredder, 350kg/h 1set

8. Belt conveyer 1set

9. Crusher, 350kg/h lset

10. | Silo for crusher 1set

11. | Auto Sheet Mouth Cutter (for TPE sheet after die) lset

13. Total Price 175 500

Remark:
. above production line suit for 380V, 50 Hz, 3 phase electricity power supply.
. Test is in EQUIPMENT BUILDER Factory in Turkey
. Port of destination: Gemlik Port

. Terms of price: FOB Gemlik port

1
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4
5. Terms of Payment: 50 % T/T deposit before Production, 50% T/T after test before delivering.
6. Delivery Time: 120 Working Days After receipt of deposit

7. Packing: By Wooden Case or Wooden Base.

8. Grantee: 1 year.

9. Installation in INDIA by EQUIPMENT BUILDER team

10. All Machines Certificate of Origin : Made in Turkey

11. If need Consultant as training to teach all process, EQUIPMENT BUILDER will supply this well

with a competitive cost



10. Price Valid in until 30" June 2018

1- EQUIPMENT BUILDER-120/30 TPE Extruder Line

1" Material Charger

Detailed specification:

Charging capacity 800kg/h
Charging vortex gas pump power | 7.5HP
Max Conveying Height smm
Conveying pipe diameter ®38mm

2" Hopper Plastic Dryer

Fill material capacity

Heating Power

Fan Power




| T -

| Screw and Barrel Material 3SCM0IA,Nitriding,

Screw, Barrel Nitriding Layer Thickness:0.5° 0.7mm,

Surface Rigidity:800° 900HV
Screw Diameter 120mm
L/D 30: 1
Main Motor Power 110KW Siemens-Berde Motor
Main Motor Timing Method Adopt 110KW Delta AC Inverter
Gear box ZLYJ 315 rigid gear surface gear box
Barrel heating Adopt foundry aluminum electrical heater
Barrel heating Power 6KWx7Zone
Air cooling Adopt air fan cooling
Main electric Siemeps contactor .

Schneider low pressure electrics, omron Temperature control
Max. Capacity 350-450 KG/h current capacity

3. Hydraulic Screen changer

Structure Double plate

Max pressure 16Mpa

Pressure sensor 1pc




Structure T-die

Material of mould High quality alloyed steel, surface chrome plated
Flow channel chrome plated, polished

Effective width of the die 1300mm

Specification of product: width 1150mm,5=2, 4mm

Heating zones 7 zones

Heating power 3kw/zone

Die material Adopts the high grade alloy-steel to be refined

Auto Lenght Cutter
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Auto Length cutter
Cutting speed : in 2 seconds
Cutting start : by foot pedal




8. Belt Conveyor
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Effective conveyer length 4000mm
Power of motor 1.5kw
Reduction box ratio 20:1
Width of strap 600mm
Convey capacity 500kg/h
Shredder
2_2930mm B 1260mm
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Model YMD2180
Motor power 7.5kw x 2sets, two shaft
Feed opening dimension 800*1100mm
Number of rotate knives 20PCS,Material: Cr12MoV
Diameter of rotate shaft ®284mm
Feeding distance 700mm
Machine Dimension 3008*1250*2020mm
Weight 2400KG
Output 350kg/h
10. Belt Conveyor
Effective conveyer length 4000mm
Power of motor 1.5kw
Reduction box ratio 20:1
| width of strap 600mm
Convey capacity 500kg/h




11. EQUIPMENT BUILDER4280 Crusher
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Motor power 30kw
Sieve Diameter ®6mm
Rotary diameter ®420 mm
Fixed knife 4 sets
Rotating blade 6 sets
Air blower 3kw
Dust collector lset
Size 1700x1650%2200mm
Weight 1800KG
Output 350kg/h
13. Silo for crusher
Volume of silo 500L
Dust collector 1set
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Material

Made of stainless steel

Vacuum table axial rotation

360 " free

Air blower for cooling

3kw every each one

Vacuum Pumps

GEV ltalian 100m”3 x 2 pumps

Vacuum reserv tanks

8 x 2,3m3 tanks on arms

Stations rotating-stopping system

Bracking Motor-Inverter type,

Vacuum Start-Stop

By control pannel on every each stations, time adjustable

Operation time

Min.15 seconds /1 part sirculation

Size

Diameter 7000x1650

Weight

8 800KG

the surface of Sheet

**This Machine is available to produce big CAR back Mat at the same time, but no pattern on
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